NOTES:

1. MATERIAL: POLYPROPYLENE
2. COLOR: MOLDED ALMOND
3. O-RING MATERIAL: EPDM
4. O-RINGS LUBRICATED WITH FOOD GRADE SILICONE OIL, 350 CST.

FOR REFERENCE ONLY

PLUG (POLYPROPYLENE)

O-RING EXTERNAL (EPDM)

VALVE SPRING INTERNAL (STAINLESS STEEL)

3/8" TUBE ID

[15.9] 1/0.63

[31.1] 1.23

[10.7] 0.42

[35.2±0.8] 1.39±0.03

[1009x1172]SHEET ZONE REV. EC. DESCRIPTION DATE APPROVED
1 E-2 A 50079 ADDED GASKET SEAL TO ASSEMBLY 3/25/2014 HRC
1 ALL B 50253 UPDATE DWG TO CURRENT FORMAT & STANDARDS 8/2/2018 HRC

WHERE OTHERWISE SPECIFIED:
WEIGHT:

DIMENSIONS ARE IN INCHES
TOLERANCES:

FRACTIONAL 1/32

ANGULAR: MACH 0.5 BEND 2

ONE PLACE DECIMAL 0.1

TWO PLACE DECIMAL 0.01

THREE PLACE DECIMAL 0.005

TWO PLACE DUAL (mm) [0.12]